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READ AND SAVE THESE IMPORTANT SAFETY
INSTRUCTIONS BEFORE USING THIS APPLIANCE:

When using an electrical appliance, basic precautions should always be followed to 
reduce the risk of ýre, electric shock, and injury to persons, including the following:

1.	 Use this appliance only as described in this manual. Other uses not 
recommended may cause ýre, electric shock or personal injury.

2.	 This product is intended for household use ONLY and not for commercial 
industrial or outdoor use.

3.	 To protect against electric shock, do not immerse unit, plug or cord in water or 
spray with liquids.

4.	 Close supervision is necessary when any appliance is used by or near children.
5.	 Unplug the appliance from the outlet when not in use,  when moving from one 

location to another and before cleaning.
6.	 To disconnect the appliance, grip the plug and pull it from the wall outlet. Never 

pull by the cord.
7.	 Do not operate the appliance in the presence of explosive and/or þammable 

fumes.
8.	 Do not place the appliance or any of its parts near an open þame, cooking or 

other heating appliance.
9.	 Do not operate the appliance with a damaged cord or plug, if the product 

malfunctions, or if it is dropped or damaged in any manner.
10.	The use of attachments not recommended by the manufacturer may be 

hazardous.
11.	 Place the unit on a dry level surface.
12.	Do not operate if the housing is removed or damaged.
13.	A loose ýt between the AC outlet (receptacle) and plug may cause overheating 

and a distortion of the plug. Contact a qualiýed electrician to replace loose or 
worn outlet.

14.	This appliance is designed to be free standing only, and should not be recessed 
or built-in (fully recessed).

15.	Locate the unit away from direct sunlight and sources of heat (stove, heater, 
radiator, etc.).  Direct sunlight will affect / alter the outside color of the appliance.

WARNING: To reduce the risk of ýre, electric shock or personal injury, unplug 
or disconnect the appliance from the power supply before servicing.

SAVE THESE INSTRUCTIONS FOR FUTURE USE

Save time and money. Before you call for service, check the Troubleshooting Guide 
at the back of this manual. It lists causes of minor operating problems that you 

can correct yourself.
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Warning: Changes or modiýcations to this unit not expressly approved by the 
manufacturer could void the userôs authority to operate the equipment

Unpacking the unit:
1.	 Remove the exterior and interior packing.
2.	 Check to be sure you have all the following parts:

a.	 One (1) wine bar with Perfect-Temp system
b.	 One (1) instruction manual
c.	 Two (2) wireless temperature probes
d.	 One detachable power cord

Finding a good spot for your wine bar:

¶ Place your wine bar on a þat surface that is strong enough to support it when 
fully loaded. 

¶ Allow 5 cm of space on the back side and 20 cm of space along the left and 
right side of the wine bar to allow proper ventilation.

¶ This wine bar is designed to be free standing only, and should not be 
recessed or built-in (fully recessed).

¶ Do not place any objects on top of the unit.
¶ Do not locate the unit in a moist place.
¶ The unitôs cooling system operates efýciently with an ambient temperature of 

less than 21°C. 
¶ Do not locate the wine bar in direct sunlight. 
¶ AlWays remove all bottles before moving the Wine BAR

A

B

F G

I

A - 	Left Zone
B - 	Probe for Left Zone
C - 	Left Zone Temperature 	

Display
D - 	Left Zone LCD
E - 	Left Zone WINE TYPE Button
F - 	Right Zone
G - Probe for Right Zone
H -	Right Zone Temperature 	

Display
I - 	 Right Zone LCD
J - 	Right Zone WINE TYPE 

Button
K - 	POWER Button

HC
D
E J

K
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SETUP CHECKLIST

Ǐ	 Unit must be placed on a þat surface.

Ǐ	 Unit should not be placed in direct sunlight.

Ǐ	 Do not place unit next to a major appliance 
that emits large amounts of heat, such as a 
dishwasher, microwave, oven, barbecue, etc.

Ǐ	 There should be 5 cm of clear space around 
the back and 20 cm of space on the left and 
right side of unit’s vents.

Ǐ	 Unit should not be built-in into a wall recess, 
cabinet or niche

	
Ǐ	 Unit should not be used in any type of counter 

or enclosed area.
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Installing / Replacing Batteries in your Wine Barôs Wireless Temperature Probes
The Wine Bar’s Wireless Temperature Sensors already come with batteries installed
at the factory. Should the Sensor Unit batteries ever need to be replaced:

1. 	 Open the Sensor Unit by removing the battery lid with a small þat head
		  screwdriver.

2. 	 Remove the exhausted battery and replace it with a lithium button cell
		  “CR2032”
3. 	 When inserting the new battery make sure that the positive “+” terminal of the
		  battery is upwards.
4. 	 Replace the battery lid.

BE CAREFUL WHEN INSTALLING BATTERIES IN THE WIRELESS TEMPERATURE SENSOR OF  
WINE BAR. INSTALLING THE INCORRECT BATTERIES OR REVERSING THE POLARITIES  

COULD CAUSE PERMANENT DAMAGES TO THE PRODUCT. 

Operating instructions

Easy to Use Preset Mode (Using the Wine Bar with the Temperature Probes)
1. 	 Turn on the Wine Bar by pressing the “POWER” button on the Main Unit
2. 	 For each zone (left & right) set the wine setting according to the wine type
		  you wish to chill by pressing the “WINE TYPE” button. Keep pressing the
		  wine type button until the correct setting appears on the LCD & screen.
3. 	 Once you have selected the appropriate temperature preset turn on the 		

	 correct temperature probe and insert it in your bottle to activate that particular 	
	 zone (Left or Right).  You will notice the blue Wireless Link turn on indicating 	
	 that the Wireless Link is active and the temperature of your wine is being 	
	 transmitted to the Wine Bar.

4. 	 At this point your Wine Bar will now chill your wine to the appropriate 		
	 temperature preset selected and once that temperature is acheived it will 	
	 maintain the set temperature.

How the Display Works
The grapes below are displayed on the Wine Bar’s display each having its own 
Preset setting automatically programmed into it to chill your wine to its appropriate 
serving temperature. The preset temperatures can be modiýed see the section 

Red
17ÁC (63ÁF)

Rosé
13ÁC (55ÁF)

White
10ÁC (50ÁF)

Sparkling
9ÁC (48ÁF)

“Manual Mode” for instructions on how to do so.
The lines below are displayed on the Wine Bar’s display when the unit is on.
The empty line indicates the target temperature (according to the preset you
have selected) whereas the solid line indicates the actual temperature that is
being mesured by the wireless temperature probe.

Actual TemperatureTarget Temperature
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How the Display Works (Continued)

	 As previously mentioned, when the WIRELESS LINK LIGHT (Blue) is lit it 
indicates that there is a wireless link between the Wireless Temperature Probe 
and the Wine Bar

	 When the NOT READY LIGHT (Red) is lit it indicates that the temperature of 
your wine is not at the Perfect-Temp Temperature according to the Wine Type 
Preset you have selected.

	 When the READY LIGHT (Green) is lit it indicates that the temperature of your 
wine is at the Perfect-Temp temperature according to the Wine Type Preset you 
have selected.

Wine Type

Left

PowerNot Ready

Wireless Link Wireless Link

Ready

Not Ready

Ready

Wine Type

Right

(Sample of Control Panel Display)

Manual Mode (Modifying the Default Temperature Settings)

Your Wine Bar comes pre-programmed at the factory with suggested serving
temperatures for Reds (17ÁC / 63ÁF), Ros®s (13ÁC / 55ÁF), Whites (10ÁC / 50ÁF), and
Champagnes (9ÁC / 48ÁF). These settings can be modiýed to suit your
needs. To modify the default temperature setting:

1. 	 Turn on the Wine Bar by pressing the “POWER” button and select the preset 	
	 you wish to modify by pressing the “WINE TYPE” button on either the Left or 	
	 Right Zone or Both.

2. 	 Press and hold the “POWER” button until the LCD’s on the Wine Bar start
		  þashing.
3. 	 Once þashing press the ñWINE TYPEò button to lower the Preset 		

	 Temperature Setting by 1ÁC (~1.8ÁF) decrements. You can cycle through to a 	
	 warmer temperature just by continuing to press the select button. 		
	 Once you have selected the modiýed temperature do not touch any buttons 	
	 for approxiametly 5 seconds the Red LED & Preset Temperature Bar will stop 	
	 þashing and theWine Bar will save the new temperature for the preset you 	
	 modiýed.

*Note: You can change the Default Temperature Setting of the preset at anytime by following steps 1-3 above. This new 
setting will be stored until it is modiýed or the power to the Wine Bar is interrupted (power failure, or by unplugging from 
wall. Should this occur the Default Preset Temperature Settings will return to the factory programmed temperatures.

Ice Chill Mode 
Note: Using the Wine Bar without the Temperature Probes. Please note that when activated, your WineBar will constantly 
run, it could result in your beverage getting too cold. 

1) 	 Press and hold the ñWINE TYPEò button (Left Zone or Right Zone) 
		  for ten (10) seconds until the Red LED stops þashing. 
2) 	 Unit will simply turn on and start to cool. 

	
	 To turn off the “ICE CHILL MODE” simply press the “POWER” button, 
	 or turn “ON” the wireless probe.
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Cleaning instructions:
Below is a listing of general cleaning tips that should be taken when cleaning your wine 
bar
When cleaning your wine bar, be cautious when using any type of cleaning products, 
some individuals may have allergic reactions to the chemicals in some of these products. 
By using solvents to clean your wine cellar, you may damage its ýnish, hence it is 
recommended to use mild detergents, baking soda and water. Never spray or squirt any 
type of liquid onto your wine bar. If a spray is needed, spray the liquid onto a cloth and 
then use the moistened cloth to rub down the wine cellar.

• 	Always unplug the wine bar before cleaning.
• 	Wash the inside surface with a warm water and baking soda solution. The 	

solution should be about 2 tablespoons of baking soda to a quart (~1 litre) of water.
• 	The outside of the wine bar should be cleaned with a mild detergent solution.
• 	Use a damp cloth or sponge to clean the control panel.
• 	Always dry all the parts with a clean dry cloth before plugging the wine bar back into 

the receptacle.
DO NOT USE ABRASIVE PRODUCTS SUCH AS SCOURING PADS AND POWDERS. 

THEY WILL PERMANENTLY DAMAGE THE FINISH OF YOUR WINE BAR
In addition to the cleaning tips listed above it is recommended to clean the external grills 
of your wine bar every 6 months as dirt, dust and hair can build up causing the cooling 
system to not function as efýciently.

ALWAYS UNPLUG THE UNIT FROM THE WALL PRIOR TO CLEANING THE GRILLS
There are 2 effective methods to clean the external grills of your wine bar:

• 	A vacuum cleaner can be used collect the dirt, dust and hair that has built up.
• 	Alternatively air in a can can be used to clean the fan of your wine bar. Ensure to 

follow the directions of the compressed air container to avoid damage or personal 
injury

NOTE: This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: (1) this device may not cause interference, and (2) this device 
must accept any interference received, including interference that may cause undesired 
operation of the device.

This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio 
communications.

However, there is no guarantee that interference will not occur in a particular installation. 
If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures:

- 	Reorient or relocate the unit.
- 	Increase the separation between the equipment and receiver.
- 	Connect the equipment into an outlet on a circuit different from that to which the 	

receiver is connected.
- 	Consult the dealer or an experienced radio/TV technician for help.

Field strength ? dBuV/m at 3m
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Troubleshooting
You can easily solve many common problems by trying the suggestions below:

SYMPTOM POSSIBLE CAUSE

No Power

·	 Check to make sure the power cord is plugged 
into a standard electrical outlet and that the 
power cord is securely plugged into the bar of the 
Wine Bar

Wireless Link Loss

·	 Check the batteries in Wireless Temperature 
Probe.  Replace if necessary

Ā	 Environmental interference (microwaves, cell 
phones, etc.)could be affecting the wireless 
communication.  Please re-orient the unit and try 
again

Wireless Link LED Light 
is on but no temperature 
is being displayed on the 
temperature display

·	 Low Battery in the Wireless Probe Check 
the batteries in Wireless Temperature Probe.  
Replace if necessary

Ā	 Environmental interference (microwaves, cell 
phones, etc.)could be affecting the wireless 
communication.  Please re-orient the unit and try 
again

·	 The Wireless Probe is too far away from the Wine 
Bar

The Wine Bar does not cool 
enough

·	 Make sure the cooling vents on the back and 
sides of the WineBar are not obstructed. Have at 
least 5 cm (2ò) of space on back side and 20 cm 
on either side of the  unit for proper ventilation.

Ā	 The unit will have difýculty in cooling if the set 
temperature is 16ÁC (29ÁF) below the ambient 
temperature.

Example: if the ambient temperature is 30°C 
(86ÁF), the unit will have difýculty cooling to 14ÁC 
(57ÁF).

Water build-up in Bottle 
Chamber

·	 This is Normal operation of the unit.  It is due to 
the condensation of the moisture in the room’s 
air.  Please wipe out the water with a dry clean 
cloth.
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VEUILLEZ LIRE ET CONSERVER CES INSTRUCTIONS 
IMPORTANTES SE RAPPORTANT À LA SÉCURITÉ AVANT 

DôUTILISER CET APPAREIL:

Lorsque vous utilisez un appareil électrique, vous devez suivre les mesures préventives ci-
dessous aýn de r®duire tout risque dôincendie, dô®lectrocution ou de blessures corporelles:

1.	 N’utilisez cet appareil qu’en suivant les directives apparaissant dans ce guide. Les autres 
usages non recommandés risquent de présenter des risques d’incendie, d’électrocution 
ou de blessures corporelles.

2.	 Cet appareil a été conçu pour usage domestique SEULEMENT et ne doit pas être utilisé à 
des ýns commerciales ou industrielles, ni ¨ lôext®rieur.

3.	 Pour vous protégez contre les électrocutions, n’immergez pas l’appareil, son cordon ou sa 
ýche dans lôeau ou ne le vaporisez pas avec des liquides.

4.	 Vous devez exercer une supervision vigilante lorsque l’appareil est utilisé par des enfants 
ou à près de ceux-ci.

5.	 Débranchez l’appareil de la prise de courant lorsque vous ne l’utilisez pas ou si vous le 
déplacez d’un endroit à l’autre, ainsi qu’avant de le nettoyer.

6.	 Pour d®brancher lôappareil, prenez solidement la ýche et tirez dessus aýn de la sortir de la 
prise de courant. Ne tirez jamais sur le cordon.

7.	 Nôutilisez pas lôappareil ¨ proximit® dôexplosifs ni dô®manations de produits þammables.
8.	 Ne positionnez pas lôappareil sur lôune de ses pi¯ces ¨ proximit® de þammes vives, 

d’appareils de cuisson ou de tout autre dispositif de chauffage.
9.	 Ne pas utiliser lôappareil si le cordon ou la ýche est endommag®, si lôappareil afýche un 

mauvais fonctionnement ou s’il a été échappé ou endommagé de quelque façon que ce 
soit.

10.	 Lôutilisation des ýxations qui ne sont pas recommand®es par le fabricant pr®sente des 
risques et dangers certains.

11.	 Installez l’appareil sur une surface stable et sèche.
12.	 Ne pas utiliser l’appareil si le boîtier est retiré ou endommagé.
13.	 Un branchement l©che de la ýche dans la prise ®lectrique (prise de courant CA) risque de 

causer un surchauffage et une distorsion de la ýche. Communiquez avec un ®lectricien 
qualiý® aýn de remplacer la prise ®lectrique l©che ou us®e.

14.	 Cet appareil a ®t® con­u pour °tre ind®pendant (autonome) et ne devrait pas °tre 
encastré, partiellement ni complètement.

15.	 £loignez lôappareil de la lumi¯re directe du soleil et des sources de chaleur (po°les ¨ 
combustion lente, chaufferettes, plinthes ®lectriques, etc.). La lumi¯re directe du soleil 
alt®rera la couleur du ýni ext®rieur de lôappareil.

AVERTISSEMENT : Aýn de r®duire les risques dôincendie, dô®lectrocution 
ou de blessures corporelles, veuillez d®brancher lôappareil de la prise de 
courant avant dôeffectuer un entretien/service.

CONSERVER CES INSTRUCTIONS POUR TOUTE R£F£RENCE ULT£RIEURE.

Économisez temps et argent. Avant de placer un appel de service, consultez le guide de 
dépannage se trouvant à l’arrière de ce guide. Il décrit les causes des petits problèmes de 

fonctionnement que vous pourrez corriger vous-même.
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Avertissement : Les changements ou les modiýcations ¨ lôappareil pas 
express®ment approuv®e par le fabricant peut perder lôautorit® de lôutilisateur 
pour actionner lô®quipement

D®baller lôappareil:

1.	 Retirez les emballages intérieur et extérieur.
2.	 Assurez-vous d’avoir toutes les pièces suivantes :
		 a.	 Un (1) Bar ¨ Vin avec syst¯me Perfect-Temp
		 b.	 Un (1) guide dôutilisation
		 c.	 Deux (2) capteurs de temp®rature sans ýl
		 d.	 Un (1) cordon dôalimentation

Trouver un endroit ad®quat pour installer votre Bar ¨ vin:

Å	 Installez votre Bar ¨ Vin sur une surface plate qui est sufýsamment forte pour 
supporter celui-ci lorsqu’il est plein.

Å	 Allouez un espace de 5 cm (2 po) sur le derri¯re et 20 cm (8 po) sur les cot®s du 
Bar ¨ Vin aýn de permettre une ventilation ad®quate.

Å	 Ce Bar ¨ Vin a ®t® con­u pour °tre ind®pendant (autonome) et ne devrait pas 
être encastré.

•	 N’installez pas l’appareil dans un endroit humide.
•	 N’installez pas le Bar à vin dans une pièce dont la température ambiante est 

sup®rieure ¨ 21ęC (70ęF).
•	 N’exposez pas le refroidisseur à la lumière directe du soleil.

RETIREZ TOUJOURS LES BOUTEILLES DU BAR  À VIN AVANT DE DÉPLACER 
CELUI-CI.

A

B

F G

I

A - 	Zone Gauche
B - 	Capteur pour la Zone Gauche
C - 	Afýcheur de temp®rature de 

la Zone Gauche
D - 	Afýcheur LCD de la Zone 

Gauche
E - 	Buton “WINE TYPE” de la 

Zone Gauche
F - 	Zone Gauche
G -	Capteur pour la Zone Gauche
H - 	Afýcheur de temp®rature de 

la Zone Gauche
I - 	 Afýcheur LCD de la Zone 

Gauche
J - 	Buton “WINE TYPE” de la 

Zone Gauche
K - 	Buton “POWER”

HC
D
E J

K
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